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Greek motifs and designs are located on various facades of the building

Example of Motif on Panel
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Materials Used

Novacolor Acrylic Paint. This paint is formulated for exterior mural work and has 
been used extensively by artists participating in the Mural Arts Program of 
Philadelphia. It has great tactile ability and carries the highest light fastness 
rating available through the American Society for Testing and Materials. Two 

t f i li d b f k b i d t t f li i hcoats of primer are applied before work begins and two coats of acrylic varnish 
are applied after the work is completed.

The paintings are executed on rigid lightweight aluminum panels manufacturedThe paintings are executed on rigid lightweight aluminum panels manufactured 
by Paneltec Corporation located in Colorado. The skin surface is aluminum with 
a polypropylene core and then sealed by bonding aluminum tubing around the 
edges making the panels impervious to weather or warping. The panels are 
attached directly to the surface of the building using stainless steel lag boltsattached directly to the surface of the building using stainless steel lag bolts 
sheathed in plastic to avoid a chemical reaction with the aluminum.

The disks containing the sun motif are cut from Fypon or “Tuffboard” a simulated 
b d d f PVC It t ill t b tibl t thboard made of compress PVC. It too will not warp or be susceptible to weather.
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Phase Two
This area consists of the circular drive around
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Drive Around

• Area will contain 6’ brass sculpturep

• Created by Englewood area artist – Jim Sears

• Depicts tarpon and mullet jumping in waves

• Based upon the story of Mary Ormand naming the town Tarpon Springs
• Mary loved to watch the splashing caused by tarpon jumping out of the 

water
• What she thought were tarpon were actually mullet

• Fish will be polished brass with an applied patina
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Artist’s rendering of sculpture

• Sculpture will rise to a height of approximately 10’ including the 3’ base
• Consist of 3 tarpon, 12 mullet and 3 cast waves
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Base of Sculpture

The base is a 3’ high by 8’ diameter cylinder tiled with the wave border at the 
top edge and the rest of the base tiled in the blue azul bahia tile. 
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Sculpture Construction

• Base tarpon mounted on a ½” x 12” metal rod

• Metal rod is sunk into a 12”  hole in the base and glued

• Remaining 2 tarpon and a few mullet are welded to the base tarpon• Remaining 2 tarpon and a few mullet are welded to the base tarpon 

• Remainder of the mullet will be halved at casting and attached to the  
wave sections giving the appearance of exiting or plunging into the water

W ill b tt h d t b i th l ti t ll th l t• Waves will be attached to base in three locations to allow the sculpture 
to be viewed from any angle as you drive or walk around the piece

Tarpon and Mullet
Mullet on waves

Aerial view of base showing possible placement of waves with mullet in and on waves
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Jim Sears




